LS-7221N
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Waist card machine




MNF3EE | Application

ERSRRETFRIER

Suitable for all types of garment processing process trimming line head

Corte Estandar / Corte Padréio

IME724610

MHESEE | Specification range

RHAE ok = ELERE
et
Card specifications Knot pattern
BEEL single WEL pair
85~195 mm 11~33 mm
30~100 mm EX 2 i
¥
40~100mm 0~80mm

LENGH | smssak

Focus on knitting automation



MFATZ | Application process

RIRSTER, SUEAIRLT

Response to demand, set two-way function, can be switched at will

SRAARE

Easy-to-use silos

* IR EDE T EF

Convenient adjustment of feeding and changing cards

¥MESM | Efficiency analysis

Before # 6~7s

Alﬁnm\ﬂ BEE

Low efficiency of manualfolding, placing and ordering

ERHIERERR (IEE)

Remote data collection system (optional)

LSSX

BRI Failure rate data
FEHEMUE  Capacity data
EREMIE  Usage data

~ 36 %

s -

EBALIN, RFARE

No manualfolding is required to improve efficiency

LENSGH | siBssak

Focus on knitting automation



BARSE | Technical parameters

Bs Model LS-7221N
Bk Voltage 220V 50~60Hz Single Eif
= Power O 12KW
SRS Dimensions 1200*800*1360 MM
ERRYT Packing size 1310*880*1430 MM
BE Net weight 175 KG
E&E Gross weight 225 KG

PLERSRHBE, RAMNLNEE.

The above models are for reference only, please inquire for details.

PTHR, FRMEEEEE, BASTEN, ARSEL, ERZE, WFERRERFHE.

For improvement, product specifications are subject to change without nbtice. For safety reasons, read the manual carefully b efore use.
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P Fh ZHEJIANG LENSH INTELLIGENT TECHNOLOGY CO.,LTD.

Hofik: TR SRR EES005 BIF(TEL): 0574-87423969 0574-8388 5719
E Address:No 500 RD Guangwen District Haishu Ningbo Zhejiang,China E-mail: wuhangiao66@163.com web:www.lensh.net



