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POSTBED-UNISON FEED 

This machine is equipped with walking foot, needle feed and feed dog, all of which 
act completely in unison feed. Consequently, the upper or lower sewing material did 
not slip and also this machine can sew accurately and easily several sheets of heavy 
materials piled up together. This machine can promise a smooth sewing quality on 
either thin or thick materials.

Double Needle, Unison Feed, Postbed Sewing 
Machine. (Large hook)

Applied large hook, could increase the sewing efficiency, and get a perfect seam.
Standard needle gauge: 6.4mm
This machine is best suited for sewing sports shoes, lady shoes, jackboots, seats, leather 
products, interior furnishings of automobiles, etc..

S.P.M.

2,000

Lift Of Presser Foot
(Hand/Knee)

8/16mm

Max. Stitch 
Length
6mm

Model No.
CS-8350

Needle Bar 
Stroke
36mm

Needle System
DP×17,#16~#23
STANDARD: #22
Alternating Movement
3~7mm

BT：

BFT：

AF：
MF：
SM：

Code Description：

Automatic Undertrimming & 
Automatic Backtacking 
Automatic Undertrimming & 
Automatic Backtacking & 
Automatic Presser Foot Lifting
Pneumatic Type 
Electric Type
Smocking Mechanism

Model：

Double Needle, Unison Feed, 
Postbed Sewing Machine. 
(Large hook)

CS-8350：

Double Needle, Unison Feed, 
Postbed Sewing Machine. 
(Large hook, heightened
postbed)

CS-8352：

Double Needle,Unison Feed,
Postbed Sewing Machine.(Large hook)
(With pneumatic corner stitching device).

CS-8350A：

CS-8350A 8/16 6 2000

CS-8350A

Double Needle,Unison Feed,Postbed 
Sewing Machine.(Large hook)(With 
pneumatic corner stitching device).


