


Superior Quality
and High Speed

The machines provide the highest quality sewing
exactly the way it is programmed even at high
speed sewing with maximum performance
according to each sewing area.

With the high functional LCD touch panel that
offers easy programming, the preparation time
can be reduced.

World’s Top-class Sewing Speed
of 2,800sti/min with High Quality
Sewing

Higher rigid feed mechanism was adopted while achieving
the world’s top-class sewing speed of 2,800sti/min. With its
accurate stitch point, the machine can perform beautiful
stitching with stable thread tightening.

Sewing speed:2,800sti/min, stitch length: 4mm

E New Digital Tension Allows for A
Wide Variety of Threads

Various sizes of sewing threads can be used by the new
digital tension which increases the setting range of the
upper thread tension by 1.7 times compared to conventional
machines.

xj] Reduction of Disposition
of Thread Ends

Renewed thread trimmer cuts the thread, realizing short
remaining threads. The disposition of thread ends after
sewing will be able to reduced.
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Conventional Model BAS-342HX

4 Great Needle Penetration

Powerful motor(550W) outputs large amounts of torque
even at slow speeds so that strong needle penetration
force can be obtained. If the needle penetration
resistance increases, vibration control(intermittent
impact) automatically increases the penetration force.

D HighEnergy Saving .

. . . (wh) power consumption
This machine is the most 26%

energy-saving programmable Reduction
electronic pattern sewing

machine among in its class,

while realizing high-speed

sewing and strong needle

penetration force.

BAS-342G BAS-342HX
(2,700sti/min, 3 sec. cycle, AC200V)

6 Uniform and Stable Thread Tightness

It realized stable thread tightening at low tension sewing.
Excessive or insufficient pressing by the stepping foot can be
prevented, enabling a finish with uniform thread tightening.

7 Easy Replacement of Presser and Feed Plate

The work clamp can be

replaced quickly by

loosening the two

screws(BAS-311HX/326HX),

and four screws (BAS-341HX

/342HX). When replacing the
feed plate, align the

reference holes of the needle

plate and the feed plate.

Best User Experience with LCD Touch Panel

7-inch large screen and easy programming functions via LCD touch panel enable an intuitive operation.

It is easily understood without the instruction manual or previous experience in fewer steps.

Sewing Pattern

Outline Edit

The outline of the sewing
pattern can be adjusted,

enhancing the program editing.

Jog Key
(Brother Only)

Direction can be controlled
by the jog key. You can feel
the touching it so it is useful
when creating the programs
and adjusting the needle
position while checking the
needle point.

Program Creating

Program creation can be
available easily with
illustration icons.

File Selection

The preview of the program
can be seen on the panel.
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Stylus pen is standard
equipment

BAS342HX-5A Program No. 153 0

X-032.40 nm Y-074.40 mm 1124.20 mm
4X 026.30 mm 4Y '072.35 mm 135.40 mm
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Program Selection

The information regarding the
program is seen at one screen.
The setting change is available
onit.

Manual Display

The mistakable preparations
such as Threading the upper
thread, Winding the lower
thread can be checked on the
panel.

Multimedia Support
Supporting the SD card (1 slot), USB port (2 ports).

An expansion port is also supported, enabling to
connect with a bar code reader etc.

Compliant with VESA Standards

(Brother Only)

The LCD touch panel is compliant with the VESA standards,
enabling to attach to any articulating monitor arm.

*VESA Standard is internati ing interface
*Please purch ially avail monitor arms.

Memory Switch Settings

The detail of Memory
switch settings can be
checked on the panel
without the manuals.

Error Message Display

When an error occurs,

the error message

and solution are displayed
on the panel, helping
reduce the downtime.

BAS lineups for

your various types of
sewing applications

BAS-311HX
220mm x 100mm

BAS-326HX
220mm x 100mm

BAS-341HX

250mm x 160mm

BAS-342HX
300mm x 200mm

Labels

Airbags (inflator etc)

Jeans pocket




